


>20M , With 500v dc megger between all supply terminals connected together and enclosure

FR SERIES

Diffuse mode:

Retro-reflective mode:

M8: Sn=80mm, 150mm
M12: Sn= 5.2 m
M18: Sn=15m

M12: Sn=200mm
M18: Sn= 500mm, 150mm

M12: Sn=2m, 1m (With Polarizing Filters )
M18: Sn=3m (With Polarizing Filters), 1m

Shock Resistance

Shock Resistance

Insulation Resistance

Insulation Resistance

Vibration Resistance

Vibration Resistance

IEC 60947-5-2, Part 7.4.2 or 10-55HZ, 1.0mm amplitude in x, y and z directions for 30 min

IEC 60947-5-2, Part 7.4.2 or 10-55HZ, 1.0mm amplitude in x, y and z directions for 30 min

IEC 60947-5-2, Part 7.4.1 or 30g 11ms in x, y and z directions for six time each

IEC 60947-5-2, Part 7.4.1 or 30g 11ms in x, y and z directions for six time each

Voltage Withstand Ability

Voltage Withstand Ability

Ambient temperature

Ambient temperature

EMC

EMC

Pollution degree

Ambient temperature

Response time

Pollution degree

Output operation

Output operation

Operation indicator

Protection

Short-circuit protection

Overload current protection

Reverse polarity protection

Response time

Overload current protection

Operation indicator

Protection

Ambient humidity

Ambient humidity

Ambient humidity

Output

Output

Current consumption

Current consumption

Supply Voltage

Supply Voltage

10 to 30V DC, Ripple P-P 10% or less

5mA or less

Diffuse-reflective

Diffuse-reflective

Retro-reflective

Retro-reflective

With polarizing filters

With polarizing filters

Through-beam

Through-beam

Retro-reflective

Retro-reflective

30mA or less

24 to 240V AC 10%±

NPN output type: NPN open-collector transistor, Applied voltage: 10-30V DC, Maximum sink current: 200mA(M18),150mA(M8,M12), Voltage drop: 2.5V or less

AC non-contact (MOSFET output) , Applied voltage: 24 to 240V AC 10%, Max. Load current: 200mA , Voltage drop: 10V AC or less±

PNP output type: PNP open-collector transistor,Applied voltage: 10-30V DC, Maximum sink current: Voltage drop: 2.5V or less200mA(M18),150mA(M8,M12),
Selectable either Light-ON / Dark-ON by type number or by the control input wire(M18 Type only)

Selectable either Light-ON / Dark-ON by type number

Yes

Yes

Yes

15ms

Yes

Red LED (light up when the output is activated)

1ms

3(Industrial environment)

Red LED (light up when the output is activated)

IP67(IEC)

3(Industrial environment)

-25 C to +55 CO O

IP67(IEC)

IP67(IEC)

-25 to +55 CO

-25 to +55 CO

35 to 85% RH

35 to 85% RH

IEC 60947-5-2, Parts7.2.6.1.2.3 or RFI>10V/m(in 30-1000MHZ), EFT>1KV, ESD>4KV(contact)

IEC 60947-5-2, Parts7.2.6.1.2.3 or RFI>10V/m(in 30-1000MHZ), EFT>1KV, ESD>4KV(contact)

IEC 60947-5-2, Part8.3.3.4 or 500VDC for one min, between all supply terminals connected together and enclosure

IEC 60947-5-2, Part8.3.3.4 or 500VAC for one min, between all supply terminals connected together and enclosure

Type

Type

SPECIFICATIONS (DC)

SPECIFICATIONS (AC)

Emitting element

Emitting element

Connect

Connect

Cable 2m long or Euro(m12), Pico(m8) connector

Cable 2m Long or Micro(M12)

Homes

Homes

PBT or Nickel Plated Brass

PBT or Nickel Plated Brass

Infrared LED(880nm)

Infrared LED(880nm)

Red LED(650nm)

Red LED(650nm)

Infrared LED(880nm)

Infrared LED(880nm)

>20M , With 1500V AC megger between all supply terminals connected together and enclosureΩ

Through-beam mode:



M8 (DC)

Emitter

Emitter

Emitter

Emitter

Emitter

Emitter

Emitter

Emitter

NPN Light on

NPN Light on

NPN Light on

NPN Light on

NPN Light on

NPN Light on

NPN Light on

NPN Light on

PNP Light on

PNP Light on

PNP Light on

PNP Light on

PNP Light on

PNP Light on

PNP Light on

PNP Light on

NPN Dark on

NPN Dark on

NPN Dark on

NPN Dark on

NPN Dark on

NPN Dark on

NPN Dark on

NPN Dark on

PNP Dark on

PNP Dark on

PNP Dark on

PNP Dark on

PNP Dark on

PNP Dark on

PNP Dark on

PNP Dark on

Stainless Steel Housing Plastic Housing

Plastic Housing

Brass Housing Brass Housing

Brass Housing

F1CTU080080NLR3A2

F1CTU080150NLI3A2

F1CTM080080NLR3A2

F1CTM080150NLI3A2

F1CTU080080NLRPA4

F1CTU080150NLIPA4

F1CTM080080NLRPA4

F1CTM080150NLIPA4

F1CTU080080NDR3A2

F1CTU080150NDI3A2

F1CTM080080NDR3A2

F1CTM080150NDI3A2

F1CTU080080NDRPA4

F1CTU080150NDIPA4

F1CTM080080NDRPA4

F1CTM080150NDIPA4

F1CTU080080PDR3A2

F1CTU080150PDI3A2

F1CTM080080PDR3A2

F1CTM080150PDI3A2

F1CTU080080PLR3A2

F1CTU080150PLI3A2

F1CTM080080PLR3A2

F1CTM080150PLI3A2

F1CTU080080PLRPA4

F1CTU080150PLIPA4

F1CTM080080PLRPA4

F1CTM080150PLIPA4

F1CTU080080DER2B2

F1CTU080150DEI2B2

F1CTM080080DER2B2

F1CTM080 DEI2B2150

F1CTU080080DERPB4

F1CTU080 DEIPB4150

F1CTM080080DERPB4

F1CTM080 DEIPB4150

F1CTU080080PDRPA4

F1CTU080150PDIPA4

F1CTM080080PDRPA4

F1CTM080150PDIPA4

M12(DC)

Emitter

Emitter

Emitter

NPN Light on

NPN Light on

NPN Light on

PNP Light on

PNP Light on

PNP Light on

NPN Dark on

NPN Dark on

NPN Dark on

PNP Dark on

PNP Dark on

PNP Dark on

F1CTP125200DEI3B2

F1CTP125200DEIPB4

F1CTP125200NLI3A2

F1CTP125200NLIPA4

F1CTP125200PLI3A2

F1CTP125200PLIPA4

F1CTP125200NDI3A2

F1CTP125200NDIPA4

F1CTP125200PDI3A2

F1CTP125200PDIPA4

F1CTP125200DEIEB4

F1CTP125200NLIEA4

F1CTP125200PLIEA4

F1CTP125200NDIEA4

F1CTP125200PDIEA4

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

F1CDP120200NSI4A2

F1CDP120200NSIPA4

F1CDP120200NSIEA4

F1CDP120200PSI4A2

F1CDP120200PSIPA4

F1CDP120200PSIEA4

F1CLP122000NSR4A2

F1CLP122000NSRPA4

F1CLP122000NSREA4

F1CLP122000PSR4A2

F1CLP122000PSRPA4

F1CLP122000PSREA4

F1CLP121000NSR4A2/F

F1CLP121000NSRPA4/F

F1CLP121000PSR4A2/F

F1CLP121000PSRPA4/F

F1CLP121000NSREA4/F

F1CLP121000PSREA4/F

Emitter

Emitter

Emitter

NPN Light on

NPN Light on

NPN Light on

PNP Light on

PNP Light on

PNP Light on

NPN Dark on

NPN Dark on

NPN Dark on

PNP Dark on

PNP Dark on

PNP Dark on

F1CTM125200DEI3B2

F1CTM125200NLI3A2

F1CTM125200PLI3A2

F1CTM125200NDI3A2

F1CTM125200PDI3A2

F1CTM125200DEIPB4

F1CTM125200DEIEB4

F1CTM125200NLIPA4

F1CTM125200NLIEA4

F1CTM125200PLIPA4

F1CTM125200PLIEA4

F1CTM125200NDIPA4

F1CTM125200NDIEA4

F1CTM125200PDIPA4

F1CTM125200PDIEA4

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

PNP Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

NPN Light/Dark

F1CDM120200NSI4A2

F1CDM120200NSIPA4

F1CDM120200NSIEA4

F1CDM120200PSI4A2

F1CDM120200PSIPA4

F1CDM120200PSIEA4

F1CLM122000NSR4A2

F1CLM122000NSRPA4

F1CLM122000NSREA4

F1CLM122000PSR4A2

F1CLM122000PSRPA4

F1CLM122000PSREA4

F1CLM121000NSR4A2/F

F1CLM121000NSRPA4/F

F1CLM121000PSR4A2/F

F1CLM121000PSRPA4/F

F1CLM121000NSREA4/F

F1CLM121000PSREA4/F

NPN Light/dark NPN Light/dark

NPN Light/dark NPN Light/dark

Emitter Emitter

Emitter Emitter

F1CTM18015MDEI3B2F1CTP 18015MDEI3B2

F1CTM18015MNSI4A2F1CTP 18015MNSI4A2

F1CTM18015MPSI4A2F1CTP 18015MPSI4A2PNP Light/dark PNP Light/dark

PNP Light/dark PNP Light/dark

F1CTM18015MDEIEB4F1CTP 18015MDEIEB 4

F1CTM18015MNSIEA4F1CTP 18015MNSIEA4

NPN Light/dark

NPN Light/dark

PNP Light/dark

PNP Light/dark

NPN Light/dark

NPN Light/dark

PNP Light/dark

PNP Light/dark

F1CDP180150NSI4A2

F1CDP180150PSI4A2

F1CDP180150NSIEA4

F1CDP180150PSIEA4

NPN Light/dark

NPN Light/dark

PNP Light/dark

PNP Light/dark

F1CTM18015MPSIEA4F1CTP 18015MPSIEA4

F1CDM180500NSI4A2F1CDP180500NSI4A2

F1CDM180500PSI4A2F1CDP180500PSI4A2

F1CDM180500NSIEA4F1CDP180500NSIEA4

F1CDM180500PSIEA4F1CDP180500PSIEA4

NPN Light/dark

NPN Light/dark

PNP Light/dark

PNP Light/dark

F1CDM180150NSI4A2

F1CDM180150PSI4A2

F1CDM180150NSIEA4

F1CDM180150PSIEA4

NPN Light/dark

NPN Light/dark

NPN Light/dark

NPN Light/dark

PNP Light/dark

PNP Light/dark

PNP Light/dark

PNP Light/dark

NPN Light/dark

NPN Light/dark

NPN Light/dark

NPN Light/dark

PNP Light/dark

PNP Light/dark

PNP Light/dark

PNP Light/dark

F1CLP183000NSI4A2 F1CLM183000NSI4A2

F1CLP183000PSI4A2 F1CLM183000PSI4A2

F1CLP183000NSIEA4 F1CLM183000NSIEA4

F1CLP183000PSIEA4 F1CLM183000PSIEA4

F1CLM181000NSR4A2/FF1CLP181000NSR4A2/F

F1CLM181000PSR4A2/FF1CLP181000PSR4A2/F

F1CLM181000NSREA4/FF1CLP181000NSREA4/F

F1CLM181000PSREA4/FF1CLP181000PSREA4/F

M18(DC)

Light On Light On

Light On Light On

Light On Light On

Light On Light On

Light On Light On

Light On Light On

Light On Light On

Light On Light On

Light On Light On

Light On Light On

Dark On Dark On

Dark On Dark On

Dark On Dark On

Dark On Dark On

Dark On Dark On

Dark On Dark On

Dark On Dark On

Dark On Dark On

Dark On Dark On

Dark On Dark On

Emitter Emitter

Emitter Emitter

F2CTP18015MAEI2B2 F2CTM18015MAEI2B2

F2CTP18015MAEIEB4 F2CTM18015MAEIEB4

F2CTP18015MALI3A2 F2CTM18015MALI3A2

F2CTP18015MALIEA4 F2CTM18015MALIEA4

F2CTP18015MADI3A2 F2CTM18015MADI3A2

F2CTP18015MADIEA4 F2CTM18015MADIEA4

F2CDP180500ALI3A2 F2CDM180500ALI3A2

F2CDP180500ALIEA4 F2CDM180500ALIEA4

F2CDP180500ADI3A2 F2CDM180500ADI3A2

F2CDP180500ADIEA4 F2CDM180500ADIEA4

F2CDP180150ALI3A2 F2CDM180150ALI3A2

F2CDP180150ALIEA4 F2CDM180150ALIEA4

F2CDP180150ADI3A2 F2CDM180150ADI3A2

F2CDP180150ADIEA4 F2CDM180150ADIEA4

F2CLP183000ALI3A2 F2CLM183000ALI3A2

F2CLP183000ALIEA4 F2CLM183000ALIEA4

F2CLP183000ADI3A2 F2CLM183000ADI3A2

F2CLP183000ADIEA4 F2CLM183000ADIEA4

F2CLP181000ALR3A2/F F2CLM181000ALR3A2/F

F2CLP181000ALREA4/F F2CLM181000ALREA4/F

F2CLP181000ADR3A2/F F2CLM181000ADR3A2/F

F2CLP181000ADREA4/F F2CLM181000ADREA4/F

M18(AC)
Plastic Housing Brass Housing



TERMINAL CONNECTIONS

FR SERIES SENSORS DIMENSIONS(mm)

FR SERIES

Brown
Ca ble output Pic o-styl e( M8)

M8 Emitter: Wiring diagram(Through-beam)

2 41. +V
2. Not used
3. 0V
4. Output

1. +V
2. Not used
3. 0V
4. Output

1. +V
2. Not used
3. 0V
4. Not used10-30VDC

Blue
1 3

Connector face view

+
-

Load

Lo ad
10-30VDC 10-30VDC

Brown Brown

Black Black

Blue Blue

Cable out pu t Cable ou tputP ico-styl e Pico-style

1 1

2 2

3 3

4 4

Connector face view Connector face view

+ +
- -

M8 Receiver: NPN output wiring dia gram(Through-beam) M8 Rece iv er: PN P output wir ing diag ram (Through-beam)

PICO-style quick connector

M8 Sensor Dimensions

Cable version

54
42.5

M8x1 4 LED
LED

42.5
62.5

M18 Sensor Dimensions(DC)

EURO-style quick connectorCable version

M18 Sensor Dimensions(AC)

Cable version EURO-style quick connector

M12 Sensor(Brass Housing) M12 Sensor (Plastic Housing)

Cable version

M12X1

M12X1 M12X1

M12X1

49 49
2

2

2 2

2

2

1.5

1.5

1.5 1.5

1.5

1.5

64 64

67 67

Cable version

75 75

76.5

74 74

76.5

49 49

EURO-style quick connector EURO-style quick connector

PICO-style quick connector

8.5 8.5

49 49
72.5 72.5

PICO-style quick connector

SKY-EARTH SENSOR CO., LTD.
TIANTONGZHUANG VILLAGE, WUXIANG TOWN, YINZHOU
AREA, NINGBO CITY, ZHEJIANG PROVINCE, CHINA
TEL: 0086-574-88335695 FAX: 0086-574-88335636
WEBSITE: www.nbsky-e.com E-MAIL: sales@nbsky-e.com

15

15

15

15

4

4

4

4

M18X1

M18X1

M18X1

M18X1

79.5

91.5

65

78

61

73

48.6

60.5

48.6

60.5

60

73

1.5

1.5

3.5

3.5

3.5

3.5

M12X1

M12X1

Load
10-30VDC

1. +V
2. Not used
3. 0V
4. Output

1. +V
2. Not used
3. 0V
4. Output

+
-

M12 Receiver: NPN output wiring diagram(Through-beam) M12 Receiver: PNP output wiring diagram(Through-beam)
P ico(M8) Pico(M8) Pico(M8)

P ico(M8) Pico(M8)

11 11

22

22 33

33 44 44

Connector face viewConnector face view
Blue

1-

* Test(black wire)=0V, Emitter off

10-30VDC

Brown

Black

Cable outpu t

1

+
Test*

2

34

Connector face view

M12 Emitter: Wiring diagram(Through-beam)

2

3

4 1. +V
2. Not used
3. 0V
4. Test*

Load
10-30VDC

Brown Brown

Black Black

Blue Blue

Cabl e ou tput Cable output

+
-

M12 PNP output wiring diagram(Diffuse mode)

1. +V
2. Output N.C.
3. 0V
4. Output N.O.

Connector face view

M12 NPN output wiring diagram(Diffuse mode)

Load

Load
Load10-30VDC 10-30VDC

10-30VDC

Brown

Black
White

Blue

Cable output

1 11

1 1 1

1

2 2

2

2 2 2

23 3

3

3 3 3

34 44

4 4 4

41. +V
2. Output N.C.
3. 0V
4. Output N.O.

Connector face view

+ +
- -

Load
Brown
Black
White
Blue

Cable out put

M18 NPN output wiring diagram
Euro-style

Euro-s tyle

1 2

34 1. +V
2. Light/Dark Control
3. 0V
4. Output

Connector face view

Load

10-30VDC

Brow n

Black
White

Blue

Cable out put

+
-

Light

Dark

M18 PNP output wiring diagram
Euro -s tyle

Euro-sty le

1 2

34 1. +V
2. Light/Dark Control
3. 0V
4. Output

Connector face view

Cable out pu t

Load

Brow n

Black
White

Blue

+
-

Light

Dark
10-30VDC

Brown

Black

Cable out put E uro-style

Euro-sty le

M18 Emitter: Wiring diagram(Through-beam)

34 1. +V
2. Not used
3. 0V
4. Test*

+
Test*

Blue
1 2

Connector face view

-

* Test(black wire)=0V, Emitter off

M18 AC Rec eiver o f t hrou gh-beam, Retro-refle ctive

24-240VAC 24-240VAC

Brow n Brow n

Blue

Black

Blue

Black

Cable out put Cable out pu t
1. 0V
2.
3.
4.

Not used
24-240V AC
Output

1. 0V
2.
3.
4.

Not used
24-240V AC
Output

1. 0V
2.
3.
4.

Not used
24-240V AC
Not used

Connector face view Connector face view

Load Load

M18 AC Em itt er: Wiring dia gram(Through-beam)

24-240VAC

Brow n

Blu e

Cable out put

Connector face view

4.6

4.6

4.6

4.6

LED 4 LED

4 LED 4 LED

4 LEDLED

M18AC Di ffuse-ref lective Sensor

LED LED

Euro(M12) Euro(M1 2) Euro(M12)

Euro(M12) Euro(M1 2)

http://www.nbsky-e.com
mailto:E-MAIL:sales@nbsky-e.com
FRANCOIS
Text Box
SWITCHES INTERNATIONAL CC.
(011) 462-4253 ph /  (011)462-4310 fax
www.switches.co.za
francois@switches.co.za




